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1. ANY DIFFERING SITE CONDITIONS FROM THAT WHICH IS REPRESENTED HEREON, WHETHER 25. MAINTENANCE OF TRAFFIC: THE CONTRACTOR SHALL BE RESPONSIBLE, DURING THE PROTECT DESIGNATED EXISTING TREES AGAINST:
ABOVE, ON OR BELOW THE SURFACE OF THE GROUND, SHALL BE BROUGHT TO THE COURSE OF CONSTRUCTION, FOR PROPER MAINTENANCE, CONTROL, AND DETOUR OF 3. THE CONTRACTOR SHALL OBTAIN COPIES OF THE APPROPRIATE WATER MANAGEMENT :
IMMEDIATE ATTENTION OF THE ENGINEER IN WRITING, WITHIN 48 HOURS OF DISCOVERY. TRAFFIC IN THE AREA OF CONSTRUCTION. ALL TRAFFIC CONTROL AND MAINTENANCE DISTRICT PERMITS PRIOR TO COMMENCING WORK FOR THIS PROJECT AND HAVE POSTED —UNNECESSARY CUTTING, BREAKING, OR SKINNING OF ROOTS
NO CLAIM FOR EXPENSES INCURRED BY THE CONTRACTOR DUE TO SUCH DIFFERING PROCEDURES SHALL BE IN ACCORDANCE WITH THE REQUIREMENTS OF THE FLORIDA AT CONSTRUCTION SITE. —SKINNING AND BRUISING OF BARK
CONDITIONS WILL BE ALLOWED IF HE OR SHE FAILS TO PROVIDE WRITTEN NOTIFICATION. DEPARTMENT OF TRANSPORTATION INDEX #600 AND LAKE COUNTY, FLORIDA, WITHIN —SMOTHERING OF TREES BY STOCKPILING CONSTRUCTION OR
THEIR RESPECTIVE AREAS OF JURISDICTION. IT SHALL BE THE CONTRACTOR’S 4. SILT SCREENS AND TURBIDITY BARRIERS MUST REMAIN IN PLACE AND BE MAINTAINED EXCAVATION MATERIALS WITHIN DRIP—LINE
2. THE BOUNDARY AND TOPOGRAPHIC SURVEYS FOR THIS PROJECT WERE PERFORMED BY IN GOOD CONDITION AT ALL LOCATIONS SHOWN UNTIL CONSTRUCTION IS COMPLETE, 3
RESPONSIBILITY, AS BIDDER, PRIOR TO SUBMITTING HIS BID, TO DETERMINE THE EXCESS FOOT OR VEHICULAR TRAFFIC
OTHERS AND WICKS CONSULTING SERVICES, INC. ASSUMES NO RESPONSIBILITY, IN WHOLE REQUIREMENTS OF THESE AGENCIES SO THAT HIS PROPOSAL REFLECTS ALL COSTS TO BE SOILS ARE STABILIZED AND VEGETATION HAS BEEN ESTABLISHED. —PARKING VEHICLES WITHIN DRIP—LINE
85ngufﬁr§g’ SFSRRWIE% ?h?g Plﬁgg NREESL?ES NUDPSI\CI: C'Il’JHREA%TJR?/EYEHENSgSE/IEZgiNgICTﬁsE CIVIL INCURRED. ~NO CLAIMS FOR ADDITIONAL PAYMENT SHALL BE_CONSIDERED FOR COSTS 5. THE EROSION CONTROL MEASURES SHOWN HEREON ARE INTENDED AS MINIMUM
, INC. INCURRED DUE TO THE PROPER MAINTENANCE, CONTROL, DETOUR, AND PROTECTION OF .
ENGINEERING DESIGN SHOWN IN THESE DRAWINGS. THE CONTRACTOR SHALL VERIFY THE TRAFFIC. STANDARDS. ANY EROSION CONTROL REQUIRED BEYOND THAT SPECIFIED TO MAINTAIN ERECT TEMPORARY TREE PROTECTION FENCING AS SHOWN ON THE DETAIL SHEETS.
EXISTING TOPOGRAPHIC DATA, THE LOCATION OF EXISTING SITE FEATURES, UTILITIES AND SITE EROSION SHALL BE CONSIDERED AS INCLUDED WITHIN THIS CONTRACT. BEFORE COMMENCEMENT OF ANY SITE CLEARING OR GRADING. ALL FENCING SHOULD BE
ALL OTHER SITE CONDITIONS SHOWN ON THE DRAWINGS PRIOR TO COMMENCING WORK. 26. FILL MATERIALS PLACED UNDER ROADWAYS SHALL BE COMPACTED TO AT LEAST 98% OF éNgI'_"c')'ggNQ‘LOLFT;%ES%QEESLS&%N% ';'T_:?A%JHE«')’?H%GO’;H%Z gEEEEAéES I?\l"é%'é ggLLY
DIFFERING SITE CONDITIONS SHALL BE DISCLOSED AS DESCRIBED IN GENERAL NOTE —180. .
NUMBER 1. 1o BE COMPACTED 10 AT LEAST 95% OF THE MAXMOM DENSITY AS: SPECIFED N E 6. ALL EROSION AND SEDIMENT CONTROL WORK SHALL CONFORM TO THE LOCAL WATER PROTECTIVE BARRICADES, INCLUDING BUT NOT LIMITED TO CONSTRUCTION MATERIAL,
AASHTO T—180. FILL MATERIALS SHALL BE PLACED AND COMPACTED IN A MAXIMUM OF MANAGEMENT DISTRICT, AND FLORIDA DEPT. OF ENVIRONMENTAL PROTECTION MACHINERY, CHEMICALS, OR TEMPORARY SOIL DEPOSITS. ON TREES LARGER THAN 20’

3. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ENSURING THAT ALL REQUIRED 12" LIFTS. THE CONTRACTOR SHALL PROVIDE THE ENGINEER AND OWNER WITH ALL STANDARDS, FDOT INDEX #102 AND BEST MANAGEMENT PRACTICES. HAY BALES ARE DBH, BARRICADES SHALL BE NO CLOSER THAN 15 FROM FACE OF TREE. WHEN PAVING,

CONSTRUCTION PERMITS HAVE BEEN OBTAINED PRIOR TO COMMENCING WORK. (PASSING AND FAILING) TESTING RESULTS. RESULTS SHALL BE PROVIDED ON A TIMELY NOT ACCEPTABLE. COCONUT FIBER MATERIALS ARE ACCEPTED. EXGAVATION OR HARDSGAPE MUST BE DONE WITHIN BARRICADES, BARRICADES SHALL
AND REGULAR BASIS PRIOR TO CONTRACTOR’S PAY REQUEST SUBMITTAL FOR THE .

4. ALL MATERIALS, INSTALLATION, AND TESTING SHALL BE IN ACCORDANCE WITH LOCAL AFFECTED WORK. 7. EROSION AND SEDIMENT CONTROL MEASURES ARE TO BE PLACED PRIOR TO, OR AS BE TAKEN AT THIS TIME BY THE CONTRACTOR TO ENSURE THAT NO DAMAGE TO THE

JURISDICTIONS AND FLORIDA DEPARTMENT OF TRANSPORTATION STANDARD THE FIRST STEP IN CONSTRUCTION. TREE OCCURS.

SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION. WHERE THE SPECIFICATIONS 27. ALL AREAS WITHIN RIGHT—OF—WAY SHALL BE FINISH GRADED WITH A SMOOTH TRANSITION

CONPLIET, [THE WORE STRINGENT SPECIGATION SRALL APFLY T ESTING GROUND. AL SWALES SHALL BE STABILIZED IMMEDIATELY AT TR EINAL O NY DISTURBED LAND AREAS SHALL GE COMPLEYED WITHIN 15 GALENDAR DAYS. APTER CONSTRUCTON WoRK. > AS REQUIRED TO MAINTAIN THEIR HEALTR DURING
GRADING. ALL DISTURBED AREAS SHALL BE RAKED CLEAN OF ALL LIMEROCK AND .

5. THE SUBSURFACE INFORMATION FOR THIS PROJECT WAS OBTAINED FOR DESIGN

PURPOSES AND MAY NOT BE AN ADEQUATE REPRESENTATION OF ACTUAL GONDITIONS ROCKS AND SODDED AFTER FINAL GRADING IN ACCORDANCE WITH THE CONSTRUCTION FINAL GRADING. ALL TEMPORARY PROTECTION SHALL BE MAINTAINED UNTIL WHEN NECESSARY TO CUT ROOT OVER 1-1/2" DIAMETER OF TREES To REMAIN, CUT
PLANS PRIOR TO FINAL INSPECTION. ALL GRASSING SHALL BE MAINTAINED BY THE PERMANENT MEASURES ARE IN PLACE AND ESTABLISHED. ,
FOR PROJECT CONSTRUCTION. INFORMATION SHOWN, INCLUDING GROUND WATER LEVELS, CONTRACTOR UNTIL FINAL ACCEPTANCE BY THE OWNER. MUST BE A CLEAN CUT, COAT CUT FACES OF ROOTS WITH AN EMULSIFIED ASPHALT OR
ggg?NEggNJEREX:\?IIIDNEG g@ﬁg‘%"g‘sslﬁg ggﬁoﬁﬁ’gﬁg’ 'gHEj\?_'E'NB% %?Séfé%’é% j\é B'}FSCE?"BEEDTHIE 9. PRIOR TO INITIATING CONSTRUCTION OF PLANNED IMPROVEMENTS, ALL WRA’S WILL BE OTHER ACCEPTABLE COATING FORMULATED FOR USE ON DAMAGED PLANT TISSUE.
CENERAL NOT= NUMBER 1 EXCAVATED AND ROUGH GRADED TO PROVIDE SEDIMENT AND RUNOFF CONTROL DURING TEMPORARILY COVER EXPOSED ROOTS WITH WET BURLAP TO PREVENT DRYING AND
' DEMOLITION AND EARTHWORK NOTES CONSTRUCTION. COVER WITH EARTH AS SOON AS POSSIBLE.

6. THE CONTRACTOR SHALL FURNISH, ERECT AND MAINTAIN ALL NECESSARY TRAFFIC 1. CONTRACTOR TO COORDINATE WITH UTILITY COMPANIES PRIOR TO ANY CONSTRUCTION 10. ALL DISTURBED AREAS WILL BE BROUGHT TO FINAL GRADE AND SEEDED AND MULCHED NO GRADE CHANGES ARE TO BE MADE WITHIN THE BARRICADES WITHOUT PRIOR

CONTROL AND SAFETY DEVICES IN ACCORDANCE WITH THE "MANUAL ON UNIFORM ACTIVITY FOR DIG PERMITS, ELECTRICAL PERMITS OR OTHER PERMITS AS APPLICABLE. AS SOON AS POSSIBLE. APPROVAL OF THE OWNER OR HIS DESIGNATED REPRESENTATIVE.

TRAFFIC CONTROL DEVICES” AND THE LATEST FLORIDA DEPARTMENT OF TRANSPORTATION CONTRACTOR IS TO COORDINATE FULLY WITH UTILITY COMPANIES ON EXACT LOCATION

"ROADWAY DESIGN STANDARDS” OF UNDERGROUND UTILITIES PRIOR TO EXCAVATION. 11. AREAS WHICH MAY ERODE DUE TO SLOPES OR CONCENTRATED RUNOFF DURING INTERFERING BRANCHES MAY BE REMOVED AT THE DIRECTION OF THE OWNER OR HIS
CONSTRUCTION WILL BE TREATED. TEMPORARY SLOPE DRAIN PROTECTION WILL BE DESIGNATED REPRESENTATIVE BY A QUALIFIED TREE SURGEON.

7. ALL HANDICAP ACCESSIBLE CURB RAMPS SHALL BE CONSTRUCTED (INCLUDING THE 2. éIC-)IF\ISDT%%Ré'SI’I OANNI?ACV#VSITTEESMQLE\FEISLBSE G&ggg@gﬁ%@; DSE‘?'AEOII-II\ITIgNLSSAEUSASIESEJENIT AN PROVIDED PER FDOT ROAD DESIGN STANDARD INDEX NO. 100. REPAIR OR REPLACE TREES INDICATED T REMAIN. WHICH ARE DAMAGED IN THE
WALKING SURFACE) IN COMPLIANCE WITH THE FLORIDA ACCESSIBILITY CODE FOR = .

BUILDING CONSTRU)CTION, SECTION 11 AND THE FLORIDA DEPARTMENT OF APPROVED DISPOSAL FACILITY. THE CONTRACTOR SHALL OBTAIN ANY AND ALL PERMITS 12. OFF SITE DISCHARGE OF UNTREATED STORMWATER WILL BE PREVENTED USING CONSTRUCTION OPERATIONS, IN A MANNER ACCEPTABLE TO THE OWNER. EMPLOY A
TRANSPORTATION (FDOT) INDEX 304. REQUIRED FOR DEMOLITION, CONSTRUCTION WORK AND HAULING WASTE MATERIAL. ALL TEMPORARY BERMS AND DIKES WHERE NEEDED. QUALIFIED TREE SURGEON TO REPAIR MAJOR DAMAGES TO TREES AND SHRUBS,
écs)ﬁggk“gngCOSTS AND PERMIT FEES SHALL BE THE RESPONSIBILITY OF THE 13, INSPECTIONS SHALL BE MAGE IN ACCORDANGE WITH THE NPDES PERMIT BY THE PROMPTLY, TO PREVENT PROGRESSIVE DETERIORATION'S CAUSED BY THE DAMAGE.

8. THE CONTRACTOR SHALL COORDINATE CIVIL DRAWINGS WITH ALL TRADES, INCLUDING BUT . .

NOT LIMITED TO MECHANICAL, ELECTRICAL, IRRIGATION, FIRE SYSTEMS. IF ANY CONTRACTOR TO DETERMINE THE EFFECTIVENESS OF EROSION/SEDIMENT CONTROL GENERAL CONTRACTOR SHALL BE RESPONSIBLE FOR THE REPLACEMENT OF TREES

DISCREPANCIES ARE FOUND, THE CONTRACTOR SHALL NOTIFY THE ENGINEER IN WRITING 3. CONTRACTOR SHALL BE RESPONSIBLE FOR PAVEMENT REPAIRS AND/OR RESURFACING TO EFFORTS. ANY NECESSARY REMEDIES AND MAINTENANCE SHALL BE PERFORMED DAMAGED BEYOND REPAIR WITH 3 TREES OF SIMILAR QUALITY AND SPECIES, SIZED TO

IMMEDIATELY. ALL EXISTING ROADS WHICH ARE SAW-CUT OR DAMAGED DURING CONSTRUCTION. WITHOUT DELAY. MATCH THE LARGEST TREES OF THAT SPECIES BEING PLANTED AS PER THE
LANDSCAPE PLANS. IF TREES ARE HARMED THROUGH LACK OF PROTECTION OR

9. SIGNAGE AND STRIPING SHALL CONFORM TO THE FDOT ROADWAY AND TRAFFIC DESIGN 4. ﬁgg@';‘,gg“gf?ﬁg gﬁg;@gk”fg’fgcggggi'@ég \?V'I*TQL';__E%%RDAEP@%?EONE fog:FNER 14. ALL MUD, DIRT OR OTHER MATERIALS TRACKED OR SPILLED ONTO EXISTING PUBLIC THROUGH NEGLIGENCE ON THE PART OF THE CONTRACTOR, THE CONTRACTOR SHALL

STANDARDS, AND THE "MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES” (MUTCD). REGULATIONS. (REFER TO TREE PROTECTION REQ.) ' ROADS AND FACILITIES, DUE TO CONSTRUCTION SHALL BE PROMPTLY REMOVED BY THE BEAR THE BURDEN OF THE COST OF REPAIR OR REPLACEMENT.
SIGNS SHALL BE ERECTED ACCORDING TO THE REFERENCE NUMBERS DESIGNATED BY . - CONTRACTOR.
THE FDOT OR THE MUTCD.
S. THE LOCATION OF ALL EXISTING UTILITIES SHOWN ON THE PLANS HAVE BEEN 15. EROSION AND SEDIMENT MATERIALS FROM THIS PROJECT SHALL BE CONTAINED ON—SITE
10. ALL WORK SHALL BE OPEN TO AND SUBJECT TO INSPECTION BY AUTHORIZED DETERMINED FROM THE BEST INFORMATION AVAILABLE, AND ARE GIVEN FOR THE AND NOT ALLOWED TO COLLECT ON ANY OFF—SITE AREAS OR IN WATERWAYS. THESE RECORD DRAWINGS
: CONVENIENCE OF THE CONTRACTOR. PRIOR TO THE START OF ANY CONSTRUCTION _
PERSONNEL OF THE OWNER, INVOLVED UTILITY COMPANIES, PROJECT ENGINEER AND , INCLUDE BOTH NATURAL AND MAN—MADE OPEN DITCHES, STREAMS, STORM DRAINS, THE CONTRACTOR SHALL PROVIDE THE ENGINEER OF RECORD WITH RECORD SURVEYS
REGULATORY AGENCIES. ENGINEER SHALL BE NOTIFIED 48 HOURS PRIOR TO REQUIRED G%E\#Ig H\lSHT%LLMEEET#EECSE(IEQS/I%? iRRREASSggﬁ%IngFJg I_[‘:SIE)F’(/ETRFIIII_EIC\%RCI)%U%F LAKES AND PONDS. OF THE INSTALLED WATER. RECLAIM. WASTEWATER AND STORMWATER SYSTEMS
INSPECTIONS. , , .
THE EXISTING UTILITIES. THE CONTRACTOR SHALL EXERCISE CAUTION WHEN CROSSING 16. THE CONTRACTOR SHALL BE RESPONSIBLE FOR OBTAINING ALL DEWATERING PERMITS. REQUIREMENTS ARE AS FOLLOWS:

11. ALL RECOMMENDATIONS AND REQUIREMENTS OF INSPECTION PERSONNEL SHALL BE ANY UNDERGROUND UTILITY TO ENSURE THE INTEGRITY OF THE SYSTEM. STORM W ATER AND GR AD|NG NOTES a. PERFORMED BY A FLORIDA REGISTERED LAND SURVEYOR.

REPORTED TO ENGINEER/OWNER PRIOR TO IMPLEMENTATION. COMPENSATION WILL NOT 6. PRIOR TO DEMOLISHING UTILITY LINES, CONTRACTOR SHALL VERIFY FLOW DIRECTIONS T o oy — » — " P — b. SIX SIGNED AND SEALED RECORD DRAWINGS SHALL BE PROVIDED TO THE ENGINEER
BE ALLOWED FOR WORK WHICH IS NOT AUTHORIZED BY ENGINEER/OWNER. ’ 1. ALL OPEN DRAINAGE SWALES SHALL BE GRASSED OR LINED WITH APPROVED REINFORCED
FROM EXISTING BUILDINGS WHICH ARE TO REMAIN. IF DEMOLITION WILL CUT OFF THESE EARTH MATTING. APPROVED RIP RAP PER FDOT INDEX #100 MUST BE PLACED AS OF RECORD.

12. CONTRACTOR TO SUBMIT SHOP DRAWINGS FOR ENGINEERING AND AGENCY APPROVAL gﬁilbl_ngg’ CTC')*,:ZTEEI%BEFMRME%TE?&I%CT, OWNER (AND/OR OWNERS REPRESENTATIVE) NECESSARY TO CONTROL EROSION. c. Ell-gﬁggo'“AICng$M&__TST |_C|>g' ETFE%TRRE&%DFIEEQ\AngLSgEAUF;R%SI[l)"éDALTJSO%S gﬁ&% ECEE
PRIOR TO PROCUREMENT OF MATERIALS. . .

2. BENCHMARK LOCATIONS AND ELEVATIONS ARE AS REPRESENTED BY THE SURVEYOR AT OF RECORD. IT IS PREFERRED TO USE THE APPROVED PLANS WITH STRIKE

13. CONTRACTOR TO SUBMIT COPIES OF ALL TESTING REPORTS TO THE OWNER AND EARTHWORK THE TIME OF THE SURVEY. CONTRACTOR SHALL VERIFY ITS CORRECTNESS AT TIME OF THROUGH CORRECTIONS.

ENGINEER FOR ACCEPTANCE AND CERTIFICATIONS. 7. THE CONTRACTOR SHALL PERFORM HIS OWN INVESTIGATIONS AND CALCULATIONS AS CONSTRUCTION. REQUIRED RECORD DRAWING DATA:
NECESSARY TO ASSURE HIMSELF OF EARTHWORK QUANTITIES. THERE IS NO IMPLICATION :

14. ANY PUBLIC LAND CORNER, WITHIN THE LIMITS OF CONSTRUCTION, IS TO BE PROTECTED. THAT EARTHWORK BALANCES, AND THE CONTRACTOR SHALL BE RESPONSIBLE FOR ANY 3. SPOT ELEVATIONS SHOWN FOR INLETS AND MANHOLES ARE AT TOP OF RIM. a. WATER, FORCEMAIN & RECLAIMED WATER LINE LOCATIONS, SIZE AND MATERIALS.
IF A CORNER MONUMENT IS IN DANGER OF BEING DESTROYED AND HAS NOT YET BEEN IMPORT FILL NEEDED, OR FOR REMOVAL AND DISPOSAL OF EXCESS MATERIALS. b. LOCATION OF WATER, FORCEMAIN, RECLAIMED WATER & SEWER VALVES AND
PROPERLY REFERENCED, THE CONTRACTOR SHALL NOTIFY THE OWNER, ENGINEER & 4. ALL GRADING AND SITE PREPARATION SHALL CONFORM TO THE LOCAL JURISDICTION’S APPURTENANCES
SURVEYOR WITHOUT DELAY. DISTURBED MONUMENTATION SHALL BE RESTORED BY A 8. AT NO TIME SHALL THE CONTRACTOR DISTURB SURROUNDING PROPERTIES OR TRAVEL ON CODE. c. MANHOLE TOP AND INVERT ELEVATIONS
FLORIDA LICENSED LAND SURVEYOR AT CONTRACTOR’S EXPENSE. SURROUNDING PROPERTIES WITHOUT WRITTEN CONSENT FROM THE PROPERTY OWNER. :

REPAIR OR RECONSTRUCTION OF DAMAGED AREAS ON SURROUNDING PROPERTIES SHALL 5. ALL OPEN AREAS WITHIN LIMITS OF CONSTRUCTION AND CONSTRUCTION EASEMENTS d. DEPICT POTABLE WATER LINE CROSSING AND PROVIDE ACTUAL SEPARATION

15. ALL AREAS WHERE PAVEMENT, BUILDING SLABS, FOUNDATIONS, UTILITIES, CONDUITS, BE PERFORMED BY THE CONTRACTOR ON AN IMMEDIATE BASIS. ALL COSTS FOR REPAIRS SHALL BE SODDED WITH BAHIA SOD BY CONTRACTOR UNLESS OTHERWISE NOTED ON DISTANCES
AND /OR UTILITY STRUCTURES HAVE BEEN REMOVED SHALL BE BACKFILLED WITH SELECT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR AND NO EXTRA COMPENSATION PLANS. e. SAMPLE POINT LOCATIONS IN ACCORDANCE WITH THE FDEP PERMIT.
géﬁmgﬁwggglATIF|EAlliIEQSLJI-:lIIiEfAENBTASC%?L#HhEAAl_ngxl‘_L rispicTion, > AN SHALL BE PROVIED. 6. ALL CONCRETE PIPE JOINTS SHALL BE WRAPPED WITH 4’ OF FILTER FABRIC CENTERED ON f. GRAVITY STORM AND SEWER LOCATIONS, INVERTS, PIPE SIZE AND MATERIALS.

9. THE CONTRACTOR SHALL BE RESPONSIBLE FOR CLEARING AND GRUBBING FOR SITE EACH JOINT. g. PHOTOS OF ALL UTILITIES CROSSING AND WATER MAINS SHALL BE TAKEN AT THE

16. REFER TO F.D.O.T. ROADWAY AND TRAFFIC DESIGN STANDARDS INDEX FOR CONSTRUCTION CONSTRUCTION INCLUDING CLEARING FOR PAVING, UTILITIES, DRAINAGE FACILITIES AND TIME OF CONSTRUCTION PRIOR TO BACKFILLING.

REVIEWED BY THE OWNER AND ENGINEER PRIOR TO ANY CONSTRUCTION. 8. ALL CONCRETE STORM SEWER PIPE TO BE REINFORCED CONCRETE PIPE CLASS Ill, EXCEPT AND/OR CONTOURS PROVING FINISH GRADE ELEVATIONS.

17. CONTRACTOR SHALL MEET ALL LOCAL STANDARDS. CONTRACTOR SHALL BE RESPONSIBLE . , '

FOR ALL MAINTENANCE OF TRAFFIC (MOT) PLANS & SIGNAGE THAT WILL BE REQUIRED 10. WHEN CLEARING LAND FOR THE PROJECT, A BURN PERMIT MUST BE OBTAINED FROM THE WHERE OTHERWISE NOTED ON THE PLANS OR REQUIRED BY JURISDICTION. HDPE STORM i. ALL OUTFALL STRUCTURES SHALL BE VERIFIED WITH SPECIFIC DESIGN ELEVATIONS
FOR THIS PROJECT AND SHALL BE INCLUDED IN THE BID FOR THIS PROJECT. JURISDICTION AND THE DEPARTMENT OF FORESTRY PRIOR TO BURNING ANY MATERIAL. EI\I/DCE g{_*oﬁél-'\lﬁ- Eﬁa éPST_&CI)_\IngEBZD%UggDL%ﬂPORgvégDEguit‘lEER AND SHALL MEET ASTM—477. QELSIIB-IE)VQ/;;R?FI\IIEJHE PLANS. (ie. TOPS, WEIRS, ORIFICE AND SKIMMERS SHOULD

s QSSEE?AEESD% Arw?-: %RSEU 'E’éEk\ETLE.S‘NPT"%ﬁ.T\ILOSEPESMGEESK&%"D&\TN?X.N“é’BT%RY THE b mﬁsgﬁ %E\IPLQrRlTyETTuT-: VIX%_BSWSIHE éo?\l%lmé)NNGS iEgl-:MlmTM-}? ALLOW BURNING OF CLEARED 9. GEOTECHNICAL SERVICES HAVE BEEN PROVIDED AS REFERENCED BELOW. GEOTECHNICAL J FINISHED GRADES AT HIGH POINTS AND GRADE BREAKS IN PAVEMENT CENTERLINE

CONTRACTOR THROUGHOUT THE CONSTRUCTION PERIOD RECOMMENDATIONS ARE NOT THE RESPONSIBILITY OF WICKS CONSULTING SERVICES, INC. AND EDGE OF PAVEMENT AT 100" INTERVALS, LOT GRADES, BUILDING PADS OR
' g' ?,TEAQ%R%U'EITﬁ'PS ":(T:'T_EEiAsﬁogogRgggTSi\ﬁfi%%ﬁuféﬁcsﬁgc%gg'NG PROCESS. AND HAS RELIED ON THE BELOW REFERENCED GEOTECHNICAL REPORT'S IN PREPARATION FINISH FLOOR ELEVATIONS.
e T R . T T TR A o R e C. THE BURN PIT IS AT LEAST 100 FEET AWAY FROM THE ROAD. ORAWINGS SHALL BE REPORTED T0 ENGINEER JOWNER. WICKS CONSULTING SERVICES, ING. STANDARD ABBREVIATIONS
LAYOUT OF ALL OF THE WORK TO BE CONSTRUCTED. BENCHMARK INFORMATION SHALL ) , INC.
BE PROVIDED TO THE CONTRACTOR BY THE OWNER OR OWNER'S SURVEYOR. ANY 12. ALL MATERIALS EXCAVATED SHALL REMAIN THE PROPERTY OF THE OWNER AND SHALL BE ASSUMES NO RESPONSIBILITY FOR THE CORRECTNESS, COMPLETENESS OR ACCURACY OF ARV AR RELEASE VALVE Hp HIGH POINT
DISCREPANCIES BETWEEN FIELD MEASUREMENTS AND CONSTRUCTION PLAN INFORMATION STOCKPILED AT ON—SITE LOCATIONS AS SPECIFIED BY THE OWNER. MATERIALS SHALL GEOTECHNICAL INFORMATION. R HANDICAPPED RAMP
SHALL BE BROUGHT TO THE ATTENTION_OF THE ENGINEER_IA BE STOCKPILED SEPARATELY AS TO USABLE (NON ORGANIC) FILL STOCKPILES AND . BFP BACKFLOW PREVENTER
ORGANIC (MUCK) STOCKPILES IF MUCK IS ENCOUNTERED. CONTRACTOR SHALL BE 10. GEOTECHNICAL REPORT PREPARED BY: GEO—TECH, INC. BOC BACK OF CURB INV INVERT
] » » REPORT # 09—3934.01.1 REPORT DATE: JULY 31, 2009
ELEVATIONS BASED ON NGS BENCHMARK "H 612", ELEVATION 58.04, NAVD 88 DATUM. RESPONSIBLE FOR THE REMOVAL OF ALL UNSUITABLE FILL MATERIALS FROM THE SITE. ’ BTM BOTTOM LF LINEAR FEET
SEE PLANS AND SIRVEY {OR OR—SITH BENCHMARES. ARANUL AR IO IERED SHALL BE EXCAVATED OUT AND REPLAGED WITH CLEAN 11. ALL OFF—SITE DISTURBED AREAS SHALL BE RESTORED TO PRE—CONSTRUCTION BV BALL VALVE LP LOW POINT
. AIT"TESTING RESULTS SHALL BE PROVIDED TO OWNER /OPERATOR AND THE ' CONDITION, OR BETTER. ¢ CENTER LINE Ih-/ISES ;':’TLRSETS‘Q'; <ECTION
ENGINEER. TESTING REQUIREMENTS ARE TO BE IN ACCORDANCE WITH THE 13. ALL FILL MATERIALS SHALL CONTAIN NO MUCK, STUMPS, ROOTS, BRUSH, VEGETATIVE CMP CORRUGATED METAL PIPE
OWNER /OPERATOR'S SPECIFICATIONS AND REQUIREMENTS. ALL TEST RESULTS SHALL BE MATTER, RUBBISH OR OTHER MATERIAL THAT WILL NOT COMPAGT INTO A SUITABLE AND 2 GBEcrion o e L OO O T T S ToNCARD, DX  DRAWINGS AND co CLEANOUT MH MANHOLE
PROVIDED (PASSING AND FAILING) ON A REGULAR AND IMMEDIATE BASIS. CONTRACTOR ENDURING BACKFILL. FILL SHALL BE CLEAN, NON—ORGANIC, GRANULAR MATERIAL WITH CONC CONCRETE NWL NORMAL WATER LEVEL
SHALL PROVIDE TESTING SERVICES THROUGH A FLORIDA LICENSED GEOTECHNICAL TRAVERSABLE, TRAFFIC BEARING GRATES SUPPORTED BY STEEL ANGLE SEATS OR
NOT MORE THAN 10% PASSING THE NO. 200 SIEVE. SUPPORTED ON FOUR SIDES. GRATES SHALL BE STEEL UNLESS OTHERWISE SPECIFIED OR DCDVA DOUBLE CHECK DETECTOR PIV POST INDICATOR VALVE
ENGINEERING FIRM ACCEPTABLE TO THE OWNER AND ENGINEER. CONTRACTOR TO SUBMIT APPROVED VALVE ASSEMBLY P PROPERTY LINE
TESTING FIRM TO OWNER FOR APPROVAL PRIOR TO COMMENCING TESTING. TESTING OF o :
SUB GRADE, BASE, AND ASPHALT FOR THICKNESS AND DENSITY SHALL BE PERFORMED 14. THE SITE IS CLASSIFIED AS ZONE "C”, PER FEMA FLOOD MAP PANEL 120296 0125 B DIP DUCTILE IRON PIPE PV PLUG VALVE
, DATED MARCH 15, 1982 13. ALL STORMWATER STRUCTURES SHALL HAVE CEMENT BENCHING FROM THE BOTTOM OF
AT NO MORE THAN 200’ INTERVALS. DHWL DESIGN HIGH WATER LEVEL PVC POLYVINYL CHLORIDE PIPE
THE STRUCTURE TO THE LOWEST PIPE INVERT AND SHALL BE SLOPED TO PROVIDE
22. SHOP DRAWINGS AND CERTIFICATIONS FOR ALL STORM DRAINAGE, WATER SYSTEM 15. EXISTING TOPOGRAPHY BASED ON DRAWING PREPARED BY: POSITIVE DRAINAGE UNLESS OTHERWISE NOTED. DRA DRAINAGE RETENTION AREA RCP REINFORCED CONCRETE PIPE
" SEWER SYSTEM, AND PAVING SYSTEM MATERIALS AND STRUCTURES ARE REQUIRED SURVEYOR: _STEVEN E. BLANKENSHIP P.S.M.#5361 EL ELEVATION RWM RECLAIMED/REUSE WATER MAIN
THE CONTRACTOR SHALL SUBMIT SHOP DRAWINGS TO THE ENGINEER FOR APPROVAL DRAWING DATED: /= JUNE 2, 2009 14. ALL DISTURBED AREAS ON-—SITE SHALL BE SODDED WITH SOD OF LIKE TYPE AND EOP EDGE OF PAVEMENT R/W RIGHT OF WAY
PRIOR TO ORDERING THE MATERIALS REQUIRED FOR CONSTRUCTION PROJECT NUMBER: 109502 QUALITY TO MATCH EXISTING. ALL DISTURBED AREAS OFF—SITE SHALL BE SODDED WITH ERCP ELLIPTICAL REINFORCED SAN SANITARY
. ARGENTINA BAHIA. ALL SOD SHALL BE NON—MUCK FARM GROWN.
23. DURING CONSTRUCTION OPERATIONS, THE CONTRACTOR SHALL TAKE SPECIAL CARE CONCRETE PIPE SHWT SEASONAL HIGH WATER TABLE
) ' FDC FIRE DEPARTMENT CONNECTION SP SAMPLE POINT
AND PROVIDE ADEQUATE PROTECTION IN ORDER TO MINIMIZE DAMAGE TO VEGETATION,
SURFACED AREAS, AND STRUCTURES WITHIN RIGHT—OF—WAY, EASEMENTS AND ON T T T ROUTINE MAINTENANCE —— STORMWATER FFE FINISHED FLOOR ELEVATION T0B TOP OF BANK
CONSTRUCTION SITE, AND TAKE FULL RESPONSIBILITY FOR THE REPLACEMENT OR REPAIR FEROSION & SEDIMEN CONTROL NOTES \ AFTER COMPLETION OF CONSTRUGTION. WRA'S WILL BE MOWED AND MAINTAINED AS PART FH FIRE HYDRANT TOS TOE OF SLOPE
THEREOF. THE CONTRACTOR SHALL BE RESPONSIBLE FOR AND SHALL MAKE GOOD ALL ’ : : . , EM FORCE MAIN ™ TOP OF WALL
DAMAGE TO PAVEMENT, BUILDINGS, TELEPHONE OR OTHER CABLES, SANITARY PIPES, OR . THE CONTRACTOR SHALL BE RESPONSIBLE FOR: (NPDES) PERMITTING OF THE NORMAL LAWN AND OPEN SPACE MAINTENANCE. v CATE VALVE TYP TYPICAL
%?%EEET%%CL%RTESSH%%S) NgN TTHF'[:E "EMR'EV,,?GFSTH'S PROJECT WHICH MAY BE ENCOUNTERED, A. iﬁgpﬁgﬁ"& gﬁoﬁiﬁ?ﬂiﬁ'}%@(,ﬁg%P Aﬁg[,'g&,gﬁs'”,fﬁg}é&"%) 2. TRASH AND DEBRIS THAT ACCUMULATES WITHIN THE WRA’S, SWALES, PIPES, AND INLETS HDPE HIGH DENSITY POLYETHYLENE WM WATER MAIN
24. TEMPORARY FACILITIES: THE CONTRACTOR S.HALL FURNISH WATER AND ELECTRIC e R AL ireall ‘ WILL BE MANUALLY COLLECTED AND DISFOSED OF WITH OTHER NORMAL SOLD WASTE: PDCA DOUBLE DETECTOR CHECK ASSEMBLY  RPZ gigtégfgwpgg\snscu;s ZONE
. : C. PREPARING THE FDEP STORMWATER POLLUTION PREVENTION
SHALL BE RESPONSIBLE FOR MAKING ALL TEMPORARY CONNECTIONS AND FOR AS NEEDED.
REMOVING SAME AFTER CONSTRUCTION HAS BEEN COMPLETED. THE CONTRACTOR SHALL 2. PRIOR TO EARTH WORK OR CONSTRUCTION, THE CONTRACTOR SHALL POST A COPY OF
PROVIDE TEMPORARY TOILET FACILITIES AND ENCLOSURES FOR THE USE OF ALL THE COMPLETED FLORIDA DEPARTMENT OF ENVIRONMENTAL PROTECTION NPDES Nomice ~ * FITES. INLETS, FLUMES, AND OTHER CONTROL DEVICES WILL BE INSPECTED ANNUALLY
WORKMAN, AT A LOCATION ON THE PROJECT WHICH SHALL BE APPROVED BY THE OF INTENT (NOI) FOR STORMWATER DISCHARGE FROM CONSTRUCTION ACTIVITIES AT ‘
JURISDICTION. SUCH FACILITIES SHALL COMPLY WITH ALL LOCAL CODES AND SHALL BE THE SITE. DANIEL J. HAYES, PE. FL_REG. NO.
5. BEST MANAGEMENT PRACTICES SHALL BE USED TO ASSURE EROSION AND SEDIMENT IS
m&yg‘,{z&:ﬁéﬁggg\, CTC,)_,NED'JTB%N S’,L\TTE ALL TIMES. NO WORK SHALL BE STARTED UNTIL CONTROLLED. ~ADDITIONAL MEASURES MAY BE REQUIRED DURING CONSTRUCTION. DATE: 48895
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Engineering Plan of
FREc FLIGHT AIRPORT
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